








Spezifikationen der HD-Serie und der SD-Serie

Produktspezifikationen

Specifications

Optical Resolution
Maximum Resolution
Maximum Scan Width
Maximum Media Width
Maximum Media Thickness
Accuracy

Data Capture (color/mono)

Color Space

Scanning Speeds*:

Productivity*:

Interface:

Power

inches (mm)

inches (mm)

(inches/second)
400dpi (turbo), RGB color
400dpi (turbo), Index color

400dpi (turbo), Monochrome

(documents/hour)

D-size, RGB Color, 200dpi
D-size, Monochrome, 200dpi
A1-size, RGB Color, 200dpi

A1-size, Monochrome, 200dpi

High Speed USB 2.0 with xDTR
High Speed USB 2.0

FireWire (IEEE1394)

Ethernet (LAN)

Remote HTML Control

SD Series

Contex
SD4410

1200dpi
(BASE / PLUS) 9600dpi
44 (1118mm)
47 (1194mm)
0.08-inch (2 mm)
0.1% =+ 1pixel

- /16-bit

(BASE / PLUS) =

10.0

(BASE / PLUS)

780

744

Low-Power (Sleep) Mode, Programmable

Power-up/down Timer

Power (Operational/Sleep Mode)

Weight

Dimensions

Host Platform/Device Drivers

Certifications

66 Ibs.
30 kg

60x19x6.3in.
153 x 48 x 16 cm

Contex Contex
SD4430 SD4450
1200dpi 1200dpi
9600dpi 9600dpi
44 (1118mm) 44 (1118mm)
47 (1194mm) 47 (1194mm)

0.08-inch (2 mm) 0.08-inch (2 mm)

0.1% =+ 1pixel 0.1% =+ 1pixel

48-bit/16-bit 48 bit/16-bit

sRGB sRGB
1.0 1.5
1.0 1.5
5.0 10.0
136 198
516 780
132 192
492 744
v v

110V/220V/240V, 60/50 Hz

44W/< 3 W (Energy Star compliant)

66 Ibs. 66 Ibs.

30 kg 30 kg
60x19x6.3in. 60x19x6.3in.
153x48x16cm 153 x 48 x 16 cm

Contex
SD4490

1200dpi
9600dpi
44 (1118mm)
47 (1194mm)
0.08-inch (2 mm)
0.1% =+ 1pixel
48-bit/16-bit

sRGB

3.0
3.0
10.0

336
780
324

744

66 Ibs.
30 kg

60x19x6.3in.
153 x48 x 16 cm

ENERGY STAR, RoHS, UL, CE, GOST-R, CCC

14 *Beachten Sie, dass die Scangeschwindigkeit von der Dicke der Vorlage und von der Konfiguration abhangt.



Scan- und Kopierlosungen

HD Series

Contex
HD2530

424dpi
1200 / 9600dpi
25 (635mm)
28 (711mm)
0.6” (15mm)
0.1% =+ 1pixel
48-bit/16-bit

sRGB

0.5/1.5
1.5
4.0

n/a
n/a
n/a

n/a

95 Ibs.
43 kg

39x19x7in
98 x 47 x 18 cm

Contex
HD3630

600dpi
1200 / 9600dpi
36 (914mm)
44 (1118mm)
0.6” (15mm)
0.1% =+ 1pixel
48-bit/16-bit

sRGB

0.6/1.0
1.5

12.0

76 /144
768 /768
72 /136

732/732

134 Ibs.
61 kg

55x19x7in.
139 x46 x 18 cm

Contex
HD3650

600dpi
1200 / 9600dpi
36 (914mm)
44 (1118mm)
0.6” (15mm)
0.1% =+ 1pixel
48-bit/16-bit

sRGB

1.5/3.0
3.0
12.0

204 /360
768 /768
192 /348

732 /732

134 Ibs.
61 kg

55x19x7in.
139 x46 x 18 cm

Contex Contex Contex
HD4230 HD4230i HD4250
600dpi 600dpi 600dpi
1200 / 9600dpi 1200 / 9600dpi 1200 / 9600dpi
42 (1067mm) 42 (1067mm) 42 (1067mm)
44 (1118mm) 44 (1118mm) 44 (1118mm)
0.6” (15mm) 0.6” (15mm) 0.6” (15mm)

0.1% =+ 1pixel 0.1% =+ 1pixel 0.1% =+ 1pixel

48-bit/16-bit 48-bit/16-bit 48-bit/16-bit
sRGB sRGB sRGB
0.6/1.0 1.0/1.5 15/3.0
3.0 3.0 3.0
12.0 12.0 12.0
76 /144 144 /200 204 / 360
768 /768 768 /768 768 /768
72 /136 72/188 192/ 348
732 /732 732 /732 732 /732
v v
v
v
v

Requirements: 110V/220V/240V, 60/50 Hz, 180W

134 Ibs. 134 Ibs. 134 Ibs.
61 kg 61 kg 61 kg
55x19x7in. 55x19x7in. 55x19x7in.
139 x46 x 18 cm 139 x46 x 18 cm 139 x46 x 18 cm

32- und 64-Bit: Windows 7, Vista, WIN XP

Energy Saver, RoHS, UL, CE, GOST-R, CCC

Contex
HD5450

508dpi
1200 / 9600dpi
54 (1372mm)
56 (1420mm)
0.6” (15mm)
0.1% =+ 1pixel
48-bit/16-bit

sRGB

1.5/3.0
3.0
12.0

204 /360
768 /768
192 /348

732 /732

174 Ibs.
79 kg

67 x19x7in.
169 x 46 x 18 cm

Contex
FLEX50i

400dpi
9600dpi
18x24 (457x610mm)
unlimited
unlimited
0.1% =+ 1pixel
48-bit/16-bit

sRGB

3.0
3.0
5.0

n/a
n/a
n/a

n/a

82 Ibs.
37 kg

50x25x9in.
128 x 63 x 22 cm



Scan- und Kopierlosungen

Besuchen Sie uns auch im Internet: www.contex.de KISTERS AG
Charlottenburger Allee 5
52068 Aachen

E-Mail: info@kisters.de
www.kisters.de

Copyright 12/2009 © Contex A/S. / CTX ALL PRODUCTS DE BRCH A4 0709

- /K KISTERS

WHEN IMAGING MATTERS Mit der Kompetenz der Pioniere.



